Code for NAM Programming Mode :
Hyundai hx510b/h100/h150

· NAM Set 
[#] [#] [2] [0] [0] [2] [2] [0] [0] [2] [PWR] [1] [SPC CODE]

· Field Teste
[#] [#] [2] [0] [0] [2] [2] [0] [0] [2] [PWR] [1] [MASTER CODE]

· Enter A-KEY
[2] [5] [3] [9] 

· Debug Menu (FTD)
[#] [#] [2] [7] [7] [3] [2] [7] [2] [6][PWR]

· SAR Test
[#] [#] [2] [7] [7] [5] [2] [3] [4] [5] [PWR]

· Baud rate
[#] [#] [3] [6][PWR]

· DM mode Enable
[1] [0] [0] [4] [PWR]

· DS mode Enable
[1] [0] [0] [5] [PWR]

· Test Bell/Led/Voice/Dot
[#] [#] [1] [1] [2] [2] [PWR]

· RF mode
[#] [#] [2] [2] [4] [0] [PWR]

· RAS RAM
[#] [#] [2] [7] [7] [4] [PWR]

· CMUX 1
[0] [4] [8] [1] [PWR]

· CMUX 2
[0] [4] [8] [2] [PWR]

· RX mode FAX
[0] [4] [9] [2] [PWR]

· RX mode DATA
[0] [4] [9] [1] [PWR]

· RX mode RESET

[0] [4] [9] [0] [PWR]

Code for NAM Programming Mode : Synertek S-200

· NAM Set
[MENU] [0] [SPC CODE]

· Test Vibro/Rx/Tx

[#] [#] [5] [5] [5] [5] [SAVE]

· Debug Screen

[#] [#] [3] [3] [SAVE]

· Debug Screen

[#] [#] [5] [2] [3] [SAVE]

· Unknou Code !!!

[#] [#] [3] [2] [5] [SAVE]

· Rf Test

[#] [# ][#] [#] [SAVE]

Netmonitor Z720i

##277327726 si apoi apasati tasta rosie - NO

Netmonitor Z510 si Z710
Meniu + 0 + 444283

U100, U105, U200, U300 (Zapp Z810i)
NetMonitor ? : ##33582
NetMonitor ? : ##8247826
Nam Set (FTD) ? : ##3435871

BREW Set Menu : ###751214
System Test : ##33582
Handset Test : ##3435873
Factory Test Mode : ##3435874
Factory Reset & Programming : ##3435870
Debug Mode: ##343586

Culorile linutzelor de semnal

Zapp E@sy (Z910i)

Doar 1X
albastru
Doar EVDO
 rosu
EVDO+1X
 verde
FTD : ##33582 sau ##3435871
Zapp Z810i

Doar 1X
 negru

Doar EVDO
 rosu
EVDO+1X
 verde
Cel mai sensibil telefon Zapp este H100, apoi Z720i si pe urma Z110. Apoi vin Z710 si Z530. Atentie, Z510 e prost rau ! Z810i este destul de bun.
